JJX series
3-piece Structure
Standard Full Cone Spray Nozzles

Features
Adopts minimal clogging X-shaped whirler. Also 3-piece structure prevents the whirler from dropping off.

Round and uniform spray pattern and impact

Applications
Continuous casted steel cooling

For any inquiry please feel free to contact our sales office or the overseas division at overseas@kirinoikeuchi.co.jp.

Leaflet No.JJX130403E

H. IKEUCHI & CO., LTD.

ISO9001:2008 certified

“The Fog Engineers”

H. IKEUCHI & CO., LTD.

Headquarters
Daichi Kyogyo Bldg., 1-15-15, Awaza
Nishi-ku, Osaka 550-0011, Japan
Tel: 81-6-6538-4015 Fax: 81-6-6538-4022
E-mail: overseas@kirinoikeuchi.co.jp
URL: http://www.kirinoikeuchi.co.jp/eng/

IKEUCHI (SHANGHAI) CO., LTD.
Room 1311, Building A, North Region Commercial Plaza, 988 Da Tong Road, Zha Bei District, Shanghai 200070, P.R.China
Tel: 86-21-6140-9731 Fax: 86-21-6123-4239 E-mail: mist@kirinoikeuchi.com URL: http://www.kirinoikeuchi.com/
Tianjin Branch: Tel: +86-22-6123-1676 Fax: +86-22-6123-1675

IKEUCHI USA, INC.
8110 Beckett Center Drive, West Chester, OH 45069 USA
Tel: 1-513-942-3060 Fax: 1-513-942-3064 E-mail: info@ikeuchiusa.com URL: http://www.ikeuchiusa.com/

IKEUCHI EUROPE B.V.
Asterweg 17 A6, 1031 HL Amsterdam, The Netherlands
Tel: 31-20-820-2175 Fax: 31-20-820-2176 E-mail: info@ikeuchieurope.com URL: http://www.ikeuchieurope.com/

IKEUCHI TAIWAN Co., Ltd.
11 F-1, No. 27, Sec 1, Chung Shan N Rd, Taipei, 10441, Taiwan, R.O.C.
Tel: 886-2-2511-6289 Fax: 886-2-2511-6292 E-mail: sales@ikeuchi.tw URL: http://www.ikeuchi.tw/

IKEUCHI (THAILAND) CO., LTD.
12 Sd Chaiyaprakat Rama II, Sd 30 Yak 24, Kwang Donmak, Khel Pratet, Bangkok 10250 Thailand
Tel: 66-2-328-0392 Fax: 66-2-328-0391 E-mail: info@ikeuchithai.com

Please inquire or order for a specific nozzle using this coding system.

<Example> 3/8x1/4F JJX 6710 B

Pipe conn. size Series Spray angle code Spray capacity code Material
3/8x1/4F JJX 67 10 B (Brass)

Pipe conn. size 1/4F 3/8x1/4F 3/8F
Spray angle code 90° 67° 110°
Spray capacity code 065 080 10
Material B (Brass)

*When spray capacity code is 065-10 and pipe connection size is 3/8F, pipe connection size code for 3/8F is indicated as “3/8x1/4F”.

For any inquiry please feel free to contact our sales office or the overseas division at overseas@kirinoikeuchi.co.jp.